
British manufactured quality cleaning equipment

Tamperproof Static 
Hot & Cold Water Washers

HOT AND COLD PRESSURE WASHER

ELECTRIC 
DRIVEN

STATIC 
CABINET

UK MANUFACTURERS  OF:

COLD AND 
HOT WATER



British manufactured quality cleaning equipment
T: 01278 785425 E: info@dirtdriver.co.uk W: dirtdriver.co.uk

Dirt Driver Ltd. Station Factory, Ham Road, Brent Knoll, Somerset, England TA9 4BJ

The Tamperproof static hot & cold pressure 
washer is housed in a strong lockable cabinet 

manufactured from either mild or stainless 
steel, and all models would be frost protected 
as standard. One of the main advantages with 
this installation is it can be spec’d and built 
for your cleaning requirements to erradicate 
any historical issues you may have had with 
pressure washers (dirty fuel, or stavation 
of water,) the fact this unit is bolted down 
and that the users only have the operation 
controls at the side of the unit to use again 
limits any possible down time.

Features
•	 Timed Shutdown

•	 Manual High Pressure chemical

•	 Lockable control panel door

•	 Internal fuel tank

•	 Internal water tank

•	 Open burner flue

•	 Low water & fuel sensors

•	 Frost protection

Optional Extras
•	 Due to the nature of our production 

facilities – we can custom build units 
to any specification – I.E special sizes; 
different pumps or motors; with remote 
control – all available in painted zintec 
or stainless steel.

•	 For a full list of extras please get in 
touch.
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Technical Data

Model TMPF100/12HC TMPF150/15HC TMPF160/18HC	 TMPF200/15HC	 TMPF110V/C

Pump Outlet 1500psi / 100bar 2200psi / 150bar 3000psi / 200bar 2300psi / 160bar 3000psi / 200bar

Consumption 12 LPM 15 LPM 15 LPM 18 LPM 21 LPM

Electric Motor 2.4kW 4kW 5.5kW 5.5kW 7.5kW

Jet Supplied 15 degree 15 degree 15 degree 15 degree 15 degree

Voltage 230V / 1 Phase / 
50HZ

400V / 3 Phase 
/ 50HZ

400V / 3 Phase 
/ 50HZ

400V / 3 Phase 
/ 50HZ

400V / 3 Phase 
/ 50HZ

Weight (kgs) 250kg 255kg 270kg 270kg 290kg

Dimensions 147 x 87 x 55 147 x 87 x 55 147 x 87 x 55 147 x 87 x 55 147 x 87 x 55


